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Physical Characteristics
Type Patch Cable
Colors Blue (BU), Yellow (YE), Red (RD), White (WH)
Lengths 0.5, 1, 2, 3, 7m.
Connector type RJ45 8(8)
Extreme termination 1 Modular Plug
Extreme termination 2 Modular Plug
Cable type Un-shielded

Electrical Characteristics
Performance level Cat5e/Class D
Resistance 100 Ohms
Frequency 100 MHz
AWG 24
Number of uses 1000 times

UTP Cat5e Patch Cable

LPUT3XXXYY

Nomenclature: 
XXX= Centimeters
YY = Color.

The UTP, FTP LinkedPro Cat5e cable allows installation flexibility,  
growth capacity and easier administration. It’s a high performance
cable and completes the LinkedPro solution.

UTP, Unshielded Twisted Pair):
Twisted pair cable now more simple and employed without any
additional screen and with the characteristics impedance 100Ohms.

Cat5e:
Your objective is the physical interface to connect the telecommunication
room to the work area complying with the specs of the IEEE 802.3i/3u

área de trabajo, adecuándose a las 

in LAN networks with data transmission 10/100Base T/Tx with perform-
ance that supasses 110Mbps.

Accessories         

Tool kit for network
network installation

Multi-function cable 
peel tool

Punch-down tool Precision wire cutters 15ft velcro roll, 15FT (4.5m)
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