
POLIPASTOS
MANUALES.

USO PESADO
3 m

LONGITUD DE CADENA

VENTAJAS

CADENA DE CARGA 
calibrada de acero 
grado 80 de 3 m de largo.

MUY SEGURO 
al contar con un freno de 
acción inmediato patentado.

SISTEMA DE ACCIONAMIENTO
 frontal que agiliza los  descensos 

y reduce el esfuerzo a realizar 
para bajar cargas.

CONSTRUCCIÓN
 totalmente cerrada que evita que el 
polvo y  la humedad penetren.

CÓDIGO CAPACIDAD DIAM. CADENA N° RAMALES (CAÍDA 
DE CADENAS)

LONGITUD DE 
CADENA

46300 500 kg 5 mm x 15 mm 1 3 m 1
46301 1 t 7 mm x 21 mm 1 3 m 1
46302 2 t 8 mm x 24 mm 1 3 m 1
46303 3 t 8 mm x 24 mm 2 3 m 1

46300

USOS
Herramienta  ideal para facilitar la elevación y 
movilidad de productos en su uso industrial.



HEAVY DUTY
3 m

CHAIN LENGTH

ADVANTAGE

USE
Ideal tool to facilitate the lifting and mobility of 
products in industrial use. 

CHAIN
HOIST.

ITEM CAPACITY DIAMETER CHAIN LOAD CHAIN FALL CHAIN LENGTH

46300 1,102 lb 13/64" x 19/32" 1 118" 1
46301 2,204 lb 9/32" x 13/16" 1 118" 1
46302 4,409 lb 5/16" x 15/16" 1 118" 1
46303 6,613 lb 5/16" x 15/16" 2 118" 1

CALIBRATED LOAD 
calibrada de acero blued
chain high strength, grade 80
and 9.84 ft long.

PATENTED IMMEDIATE 
brake action

MAKES IT AGILE HAS 
a front-actuation system that 

makes agile for descents 
and reduces the effort 

for loweringloads.

46300

FULLY ENCLOSED CONSTRUCTION
prevents dust and moisture
penetrating.


